DESCRIZIONE

| sensori capacitivi food presentano un’ele-
vata resistenza meccanica grazie al grado di
protezione IP69K. Sono certificati ECOLAB e
presentano I'1O-Link.

| principali settori applicativi sono:

 Industria alimentare
 Industria farmaceutica
* Industria di trattamento e recupero rifiuti

DESCRIPTION

Food Capacitive sensors show high mechanical

resistance thanks to a protection degree IP69K.

ECOLAB certified and with 10-Link.
Main applicative sectors are:
¢ Food industry

* Pharmaceutical industry
* Waste industry

© 2022 Datasensing S.r.l.

o Tutti i diritti riservati « Senza con cio limitare i diritti coperti dal copyright, nessuna parte
della presente documentazione puo essere riprodotta, memorizzata o introdotta in un sistema
di recupero o trasmessa in qualsiasi forma o con qualsiasi mezzo, o per qualsiasi scopo, senza
'espresso consenso scritto di Datasensing S.r.l. « Datasensing e il logo Datasensing sono marchi
di Datasensing S.r.l.

« All rights reserved « Without limiting the rights under copyright, no part of this documentation
may be reproduced, stored in or introduced into a retrieval system, or transmitted in any form or
by any means, or for any purpose, without the express written permission of Datasensing S.r.l.

« Datasensing and the Datasensing logo are trademarks of Datasensing S.r.l.

Leggere il QR Code per scaricare il
manuale d’installazione.

Read the QR Code to download the
Installation Manual.
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Modelli PNP + 10-Link — NO+NC

Modelli C30FT — DC PNP +10-Link — NO+NC models

Regolazione della sensibilita

Modelli C18FT Incorrect

Regolazione della sensibilita
C18FT models :D%
Sensitivity adjustment o jjb]:

C30FT models — DC
Sensitivity adjustment

Regolazione sensibilita T
Sensivity adjustment Correct
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mechanical stop
To avoid interference from inductive loads and
current peaks, separate the proxy cable from
power cables (motors, contactors, solenoids
and inverters).
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| cavi non devono essere montati in tensione Installazione del sensore consigliata su un

carrello mobile
The cable should not be pulled
Suggested proximity installation on a mobile
shuttle




